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NOTE: This guide specification is issued by the
Atlantic Division, Naval Facilities Engineering
Command for regional use in Italy.
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NOTE: This section shall be used for guidance only
in the devel opnment of Italian specifications for
jobs. This section does not include UFGS-16442N
specifications conpletely. Refer to Section

UFGS- 16442N for format and to ensure that job
requirenents are included in their entirety.
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Conmment s and suggestion on this specification are

wel cone and should be directed to the technica
proponent of the specification. A listing of the
techni cal proponents, including their organization
designation and tel ephone nunber, is on the Internet.

Use of electronic comunication is encouraged.
Brackets are used in the text to indicate designer

choices or locations where text nust be supplied by
t he desi gner.
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PART 1  GENERAL
1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to within the text by the
basi ¢ designation only.
Italian El ectrotechnical Conmission (Conmitato Elettrotecnico

Italiano) (CEl) Publications
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1

CEl 7-6 Test of hot-dip gal vani zation for ferrous
materials for electrical systenms and |ines.

CEl EN60947-2 Low Vol tage Automatic circuit breakers
(CEl 17-5)
CEl 17-11 Operating switches, disconnectors, air

br eaker s- di sconnectors and fuses conbi ned
units for rated voltages not greater than
1000V a.c. and 1500V d.c.

CEl EN60439-1 Low Vol tage Swi tchgear and Control Gear
Assenblies (CEl 17-13)

CEl 64-8 El ectrical systens with rated voltages not
greater than 1000V a.c. and 1500V d.c.

Italian Institute for Accident Prevention and Safety at Work
(I'nstituto Superiore per |la Prevenzione e Sicurezza del Lavoro)
(1 SPESL) Publi cation

DPR 547 Acci dent prevention norns

Italian National Institute for the Unification of Standards (Ente
Nazionale Italiano di Unificazione) (UNI) Publication

UNI 5101 Hot -di p protective coatings:
Characteristics, classifications and test
on zinc coating on ferrous materials

.2 GENERAL REQUI REMENTS

Section 16050, "Basic Electrical Mterials and Methods" applies to this
section, with the additions and nodifications specified herein. Equipment,
materials, installation, and workmanship shall be in accordance with the
requi red and advi sory provisions of CEl EN60439-1 and CEl 64-8. Materials
not normally furnished by the manufacturer of the equi pment shall be
provided in Section 16402, "Interior Wring Systens." Al sw tchboards
shal |l be the product of one manufacturer.

3 SUBM TTALS
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NOTE:

Submittals nmust be linmted to those necessary for
adequate quality control. The inportance of an item
in the project should be one of the primary factors
in determining if a subnmttal for the itemis

required.
A“G following a subnmittal itemindicates that the
submittal requires Governnent approval. Sone

submittals are already marked with a “G'. Only
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delete an existing “G if the subnittal itemis not
conpl ex and can be reviewed through the Contractor’s
Quality Control system Only add a “G if the
submittal is sufficiently inportant or conplex in
context of the project.

For submittals requiring Governnent approval on Arny
projects, a code of up to three characters within
the subnmittal tags nay be used following the "G
designation to indicate the approving authority.
Recommended codes for Arny projects are "RE" for
Resi dent Engi neer approval, "ED' for Engi neering
approval, and "AE" for Architect-Engi neer approval.
Codes following the "G' typically are not used for
Navy projects.

Submittal itens not designated with a "G' are
considered as being for information only for Arny
projects and for Contractor Quality Control approval
for Navy projects.
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Submit the following in accordance with the section entitled "Submttal
Procedures".

SD- 02 Shop Drawi ngs
Swi t chboar ds; G

Furni sh drawi ngs for sw tchboards including, but not linmted to,
the foll ow ng:

Overal | dinensions and front view and sectional view
Anpere ratings of bus bars.
Maxi mum short circuit bracing.
Circuit breaker type, interrupting rating, trip setting.
Provision for future extension.
One-line diagram
Publ i shed tinme current curves, on full logarithm e paper, of the
main circuit breaker and the | argest feeder breaker show ng
protection and coordination are provided by the proposed circuit
br eakers.

SD- 03 Product Data

Swi t chboar ds; G

Circuit breakers; G
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I nstruments; G
Current transfornmers; G

SD- 06 Test Reports
Swi t chboard Paint Qualification Test
Furni sh reports showing that the paint qualifications test of CE
7-6 has been perforned to ensure the adequacy of finishes to
inhibit the build-up of rust on ferrous netal materials used for
encl osures.
Swi t chboard Desi gn and Production Tests; G
CEl EN60439-1. Furnish docunmentation showing the results of
design tests on a product of the sane series and rating as that
provided by this specification. Furnish reports which include
results of production tests perfornmed on the actual equipnent for

this project.

Submit report of results of acceptance checks and tests; specified
by paragraph entitled "Field Quality Control".

Ground resistance tests
Upon conpl etion and before energi zing el ectrical equipnment, subnit
the nmeasured ground resistance of each ground rod and groundi ng
system indicating the |ocation of the rod and groundi ng system
and soil condition at the tinme the neasurenents were taken

SD-10 Operation and Mai ntenance Data

Interior sw tchboards Data Package 5; C

Submit Operation and Mai ntenance Manual s in accordance with
Section 01781, "Operation and Mi ntenance Data".

1.3.1 Additions to Operation and Mi ntenance Manual s

In addition to requirenments of Data Package 5, include the follow ng on the
actual interior sw tchboards provided.

a. An instruction manual with pertinent itens and infornation
hi ghl i ght ed.

b. An outline drawing, including front view and sectional viewwth
itens and devices identified.

c. Prices for spare parts and supply |ist.
d. Routine and field acceptance test reports.

e. Tinme current characteristic (T-CC) curves of breakers.
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f. Information on netering.
g. Actual nanepl ate di agram

h. Date of purchase.

PART 2 PRODUCTS

2.

1 DI STRI BUTI ON SW TCHBOARDS

CEl EN60439-1. Switchboards shall be floor standing, dead front, netal

encl osed, self supporting, front accessible. Devices shall be nounted in
conpartnents. Each conpartnment shall have a separate hinged door. Circuit
breaker operating handl es shall extend through the conpartnent door

Swi t chboards shall be conpletely factory engi neered and assenbl ed i ncl udi ng
protective devices, interconnections, instrunents and control wiring.

Swi t chboards shall consist of incomng main circuit breaker section and

di stribution sections as indicated. Swi tchboard shall be designed for
operation on a 380/220 volt three phase systemw th separate neutral and
ground bus arranged for TN-S system

1.1 Phase Buses and Connecti ons

Mount bus structure on insul ated supports of high-inmpact, non-tracking,
high-quality insulating material. Brace bus structure to wthstand
nmechani cal forces exerted during short circuit conditions when connected
directly to a source having naxi mum of 50,000 anperes rns synmetrica

short circuit current available. Bus bars shall be high conductivity
copper with silver-plated joints. Plating shall be mninmum0.005 mnmthick
Connect bus bars frommain buses to the incomng circuit breaker studs.
Provi de cabl e supports for outgoing cables. |solate cable conpartnents
from bus conpartnents.

.1.2 Neut ral Bus

Provide a full size isolated neutral bus of the sane material as the phase
bus bars.

.1.3 Ground Bus

Provi de a copper ground bus secured to each vertical structure and
extending the length of the switchboard. Equip ground bus with a term na
for connection to the service ground.

.1.4 Main Circuit Breaker

CEl EN60947-2. Manually operated stationary nmounted nol ded case circuit
breaker with an interrupting rating not |ess than 35,000 anperes
symmetrical at 380 volts, 50 hertz. Equip breaker with solid-state trips,
with current sensors, solid state |ogic and ground fault protection
integral to the circuit breaker frame. The solid state current control
shal | provide adjustable anpere setting, long tine delay, short tine delay,
and instantaneous trip so that feeder breakers will normally trip first on
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overload and at lower fault-current levels. Long tinme and short tine
del ays shall be set to provide the coordi nati on descri bed above.

.1.5 Secondary Feeder Breakers

Mol ded- case type breakers, 400A and |arger, shall have a qui ck-nake,

qui ck- break operating nechani smand shall be equi pped with

anbi ent - conpensated thermal nagnetic trip devices having adjustable |ong
tinme delay and i nstantaneous pickup. Circuit breakers | ess than 400A shal
be thermal nmmgnetic nolded case type. Al circuit breakers shall be
mechanically trip free, and the handl e position shall indicate whether the
breaker is "on," or "off," or "tripped'. An overload in one phase shal
cause all three phases to trip

.1.6 Indicating Instrunents

Meter shall be el ectronic type indicating anmperes and volts. Anps shall be
indicated for L1, L2 and L3. Volts shall be indicated for L1-L2, L2-L3 and
L1-L3. Mninmm accuracy of 1.5 percent at full scale.

.1.6.1 Current Transforners

Current transformers shall be single ratio transforners, insulation class,
500 volts, 50 hertz.

1.7 Nanepl at es

Provi de nanepl ates as specified in Section 16050, "Basic El ectrica
Material s and Met hods".

.2 CORROSI ON PROTECTI ON

Bases, franes, and channels of sw tchgear and sw tchboards which conme in
contact with concrete shall be corrosion resistant and shall be fabricated
of hot-di p gal vani zed st eel

2.1 Gal vani zed Stee

UNI 5101 coating, as applicable. Galvanize after fabrication where
practicable. UN 5101 coating, as applicable. Glvanize after fabrication
where practi cabl e.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

El ectrical installations shall conformto manufacturer's recomendati ons,
and to the requirements to CEl 64-8, specified herein. Provide new
equi pnment and materials, unless indicated or specified otherw se.

.2 GROUNDI NG

CEl 64-8 and Section 16402, "Interior Wring System" except that grounds
and groundi ng systemshall have a resistance to solid earth ground not
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exceedi ng 10 Ohns.

3.3 | NSTALLATI ON OF EQUI PMENT AND ASSEMBLI ES
Install and connect swi tchboards as indicated in project draw ngs, the
approved shop drawi ngs, and as specified herein. Receive, unload, store if
necessary, install and connect as indicated and specified.

3.3.1 Gl vani zi ng Repair
Use gal vani zing repair paint for gal vani zi ng danaged by handl i ng,
transporting, cutting, welding, or bolting. Do not heat surfaces that
repair paint has been applied to.

3.3.2 Wring and Connections

Provide wiring and nake connections as specified in Section 16402,
“Interior Wring Systens."

3.4 FI ELD QUALI TY CONTROL
3.4.1 Per f ormance of Acceptance Checks and Tests
Performin accordance with the nanufacturer's reconmendations, and
referenced herein. Include the follow ng visual and nechani cal inspections
and el ectrical tests.
3.4.1.1 Swi t chboard Assenblies
a. Visual and Mechanical |nspection

1. I nspect physical, electrical, and nmechanical condition

2. Conpar e equi pnent naneplate information with approved shop
dr awi ngs.

3. Check for proper anchorage, required area cl earances, physica
damage, and proper alignnent.

4.1 nspect all doors, panels, and sections for paint, dents,
scratches, fit, and nissing hardware.

5.Verify that circuit breaker sizes and types correspond to approved
shop draw ngs.

6. Verify that current transforner ratios correspond to approved shop
dr awi ngs.

7.1 nspect all bus connections for high resistance.

8.Clean entire assenbly using manufacturer's approved nethods and
material s

9.l nspect insulators for evidence of physical danage or contam nated
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3.4.1.2

3.4.1.3

sur f aces.

10. Verify appropriate lubrication on noving surfaces.

11. Exercise all active conponents.

12. I nspect all nechanical indicating devices for proper operation
El ectrical Tests

1. Performinsul ation resistance tests.

2. Performover potential tests.

3.Performinsulation resistance test on control wiring. Do not
performthis test on wiring connected to solid state conponents.

4. Performcontrol wiring performance test.

5. Perform secondary vol tage energi zation test on all control power
circuits and potential circuits.

6. Performprinmary current injection tests on the entire current
circuit in each section of sw tchboard.

Circuit Breakers - Low Vol tage Power
Vi sual and Mechani cal |nspection.

1. I nspect for physical danmage and conpare naneplate data with
approved shop draw ngs.

2. Perform nmechani cal operational test in accordance with
manufacturer's instructions.

3. Check tightness of connections.

4.Clean entire circuit breaker using approved nethods and materi al s.

5. Lubricate as required.
El ectrical Tests

1. Adj ust breaker(s) for final settings in accordance w th approved
shop draw ngs.

Current Transforners
Vi sual and Mechani cal | nspection.

1. I nspect for physical danmage and check naneplate information for
conpliance with approved shop draw ngs.

2. Verify proper connection
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3. 4.

3. 4.

1

1

w

.Verify tightness of all bolted connections and assure that
adequat e cl earances exi st between primary circuits and secondary
circuit wring.

.Verify that all required grounding and shorting connections
provi de good contact.

El ectrical Tests

.Performinsul ation resistance tests.
.Performpolarity tests.
.Performratio verification tests.
Metering and Instrunentation

Vi sual and Mechani cal |nspection

. Exam ne all devices for broken parts, shipping damage, and
ti ght ness of connecti ons.

.Verify that neter types, scales, and connections are in accordance
wi th approved shop draw ngs.

El ectrical Tests

. Determ ne accuracy of neters at 25/50/75/ 100 percent of full scale.
Groundi ng System

Vi sual and Mechani cal | nspection.

. I nspect ground system for conpliance with Contract plans and
speci fications.

El ectrical Tests

. Perform ground i npedance neasurenents utilizing the three point
nmet hod.

End of Section --
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